
10' - 2 1/2"

CLR

5' - 1"

2' - 7 1/2" 5' - 4 3/4"

M
IN

1
' -

 6
"

M
IN

1
' -

 6
"

M
IN

1
' -

 6
"

M
IN

1
' -

 6
"

M
IN

1
' -

 6
"

20' - 1 1/2"

5' - 5 1/4"

1
0

' -
 9

 1
/4

"

3
' -

 6
"

3' - 6 1/2"9' - 5 3/4"

CLR

5' - 1"4' - 3 3/4"

2
' -

 7
"

2
' -

 7
"

2
' -

 7
"

(E) RADIATOR
TO REMAIN

2
' -

 7
"

2
' -

 7
"

2
' -

 7
"

494 SF

WOMENS

101

293 SF

MENS

102

2' - 7 1/2"

12' - 2"

6" MIN

18" MIN

1
0

' -
 7

 1
/4

"

E
Q

2
' -

 8
"

2
' -

 8
"

2
' -

 8
"

E
Q

101

102

103

1
' -

 1
0

 1
/2

"

3
' -

 0
"

3
' -

 0
"

6' - 6"

4
' -

 4
"

2-4-F 2-4-F

2-4-F

2-4-F 2-4-F

(E) RADIATOR
TO REMAIN

C4

A-410

3' - 3 3/4" 3' - 4" 3' - 4" 3' - 4" 3' - 4" 3' - 3 3/4"

1' - 7 1/2"1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8" 1' - 8"

5
'-
0

" 
C

L
E

A
R

 M
IN

.

5' - 2"

4-4-F

1-2F

1-2F

1-2F

20' - 0"

2
5

' -
 7

 1
/2

"

9
' -

 3
"

13
' -

 0
"

5
' -

 1
"

1
' -

 6
"

1
' -

 6
"

3
' -

 7
"

32" CLEAR DOOR WIDTH AT ALL
AMBULATORY AND NON-ADA
WATER CLOSET PARTITIONS

A

SEE SCHEDULE

S
E

E
 S

C
H

E
D

U
L

E

ALL 'HOLD' AND 'MIN' DIMENSIONS TAKE PRECEDENT OVER OTHER
DIMENSIONS.  IF THERE IS A DESCREPENCY, NOTIFY THE
ARCHITECT.

INTERIOR WALL PARTITION DIMENSIONS SHOWN ARE TO FACE OF
FINISHED MATERIAL U.N.O.

ALL FLOOR MATERIALS TO BE BUTT JOINTED AT TRANSITIONS ON
CENTER OF DOOR WHERE APPLICABLE.

PROVIDE SCHLUTER SYSTEMS EDGE PROTECTION AND TRANSITION
PROFILES AT ALL OUTSIDE CORNERS, AND WHERE MATERIAL
CHANGES AND/OR STOPS.

PAINT ALL EXPOSED PIPES, AIR GRILLES, ETC. TO MATCH ADJACENT
WALL COLOR

ALL WALL MOUNTED CASEWORK, MILLWORK, HARDWARE,
EQUIPMENT, ETC. SHALL BE ANCHORED TO METAL STRAPPING OR
3/4” FRT PLYWOOD BACKING BETWEEN STUDS, U.N.O.  COORDINATE
ACCORDINGLY.

ALL TILE TYPES AND PAINT COLORS TO WRAP AROUND OUTSIDE
CORNERS AND TERMINATE AT INSIDE CORNERS, TYP.

RESTROOM

GENERAL NOTES

1.

2.

3.

4.

5.

6.

7.

(E) REPAIRED PLASTER CEILING

CONTINUOUS SEALANT AROUND
PERIMETER

16"X16" +/- ALUMINUM LOUVER WITH
DRAINABLE BLADES, BIRD SCREEN
AND SILL EXTENSION. RECESS 1"
FROM FACE OF BRICK MASONRY.
LOUVER DIMS SHOULD
CORRESPOND WITH BRICK
COURSING, CONTRACTOR TO
FIELD VERIFY BRICK AND MORTAR
KOINT SIZES. .

SUPPORT (E) MASONRY HEAD W/ WT5X16.5 OR (4)
L4X3-1/2X1/4(LLV, LOOSE STEEL LINTELS. LOCATE
WEBS/VERTICAL LEGS IN (E) COLLAR JOINTS.
PROVIDE 5" MINIMUM BEARING EACH END. SHORE
HEAD ABOVE NEW OPENING AND/OR PERFORM AND
COMPLETE WORK ON WHYTHES OF BRICK BEFORE
STARTING WORK ON THE OTHER TWO WYTHES.

293 SF

MENS

102

(E) STONE BAND

MECHANICAL
DUCT, RE:

MECHANICAL

(E) WINDOW

(E) GRADE
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ENLARGED
RESTROOM PLAN &
DOOR SCHEDULE

COLORADO SPRINGS
CITY AUDITORIUM

CS  AUDITORIUM
RESTROOM
RENOVATION

J Reske
G Lee

11503.000

G Petri

221 E Kiowa St Colorado Springs, CO 80903

10/16/15 ISSUED FOR BIDDING AND
CONSTRUCTION

11/16/15 PERMIT REVISIONS

221 E Kiowa St
Colorado Springs, CO 80903

A-410 1/4" = 1'-0"A4
ENLARGED RESTROOM PLAN

DOOR SCHEDULE

DOOR #
ROOM
NAME

OPENING DOOR FRAME DOOR
REPAIR
LEVEL COMMENTSWIDTH HEIGHT TYPE MATERIAL TYPE MATERIAL

101 MENS 3' - 0" 7' - 0" Stile and Rail Wood A Wood N/A Provide new door in existing wood frame.  Provide door profile to match existing Womens
Room toilet door.

102 UTILITY
CLOSET

1' - 11" 6' - 7" Existing Wood Existing Wood 1 Existing to Remain

103 WOMENS 3' - 0" 7' - 0" Existing Wood Existing Wood 1 Existing to Remain

 1/2" = 1'-0"A2
DOOR TYPES

 1/2" = 1'-0"C4
WALL SECTION AT EXHAUST VENT

DOOR REPAIR LEVELS:
REPAIR LEVEL #1:
LIGHY SAND AND REPAIR SCUFF AND MARKS RE-STAIN TO MATCH EXISTING.
REMOVE AND CLEAN HARDWARE, ENSURE SMOOTH OPERATION OF HARDWARE.

SHEET NOTES - ENLARGED

PLAN

1 PATCH AREA IN WALL WHERE MECHANICAL DUCT REMOVED ABOVE
CEILING.  USE COMMON BRICK AND TYPE O MORTAR FOR INFILL OF
CLAY TILE PARTITIONS.  FINISH WITH PLASTER AND PAINT TO MATCH
SURROUNDING WALL.

1

Permit
Revisions



102800.Q01
DIAPER-CHANGING
STATION

T2

T3

T2

4
"

4
"

6
' -

 0
"

(2
0

) 
F

U
L

L
 R

O
W

S

T
O

 M
E

C
H

A
N

IS
M

4
' -

 0
" 

M
A

X
.

PT1

1
1

' -
 4

"

M
A

X
. 
A

F
F

1
' -

 0
"

5
' -

 1
0

"

T2

T3

T2

4
"

6
' -

 0
"

102113.A03
URINAL-SCREEN, OFCI

PT1

1
1

' -
 4

"

102113.A03
URINAL-SCREEN, OFCI

102800.P01

WARM-AIR DRYER, OFCI

6
' -

 0
"

4
"

4
"

(2
0

) 
F

U
L

L
 T

IL
E

S

T2

T3

T2
PT1

1
1

' -
 4

"

102800.S05
LIQUID-SOAP DISPENSER,
OFCI

C6

A-411

ALIGN

T4

102800.K04
MIRROR UNIT - 24" X 36"

064023.A00
INTERIOR

ARCHITECTURAL
WOODWORK

T2

T3

T2

4
"

4
"

6
' -

 0
"

(2
0

) 
F

U
L

L
 R

O
W

S

SS1

PL1

PT1

VANITY LIGHT;
RE: ELEC.

1
1

' -
 4

"

4
"

4
"

6
' -

 0
"

(2
0

) 
F

U
L

L
 R

O
W

S

T2

T3

T2

102800.Q01
DIAPER-CHANGING
STATION

102800.A03
TOILET TISSUE DOUBLE
ROLL DISPENSER, OFCI

102800.H03
SANITARY-NAPKIN AND
TAMPON DISPOSAL, OFCI

PT1

PT2

PT1

1
1

' -
 4

"

C6

A-411

064023.A00
INTERIOR
ARCHITECTURAL
WOODWORK

102800.P01
WARM-AIR DRYER, OFCI

ALIGN
T2

T3

T2

4
"

4
"

6
' -

 0
"

(2
0

) 
E

Q
 R

O
W

S

T4

102800.K04
MIRROR UNIT - 24" X 36"

SS1

PL1

VANITY LIGHT;
RE: ELEC.

SURFACE CONTUIT
@ (E) WALL ONLY

PT2

PT1

1
1

' -
 4

"

T2

T3

T2

6
' -

 0
"

4
"

PT1

PT2

1
1

' -
 4

"

102800.P01

WARM-AIR DRYER, OFCI
102800.C01
RECESSED WASTE
RECEPTACLE

T2

T3

T2

4
"

4
"

6
' -

 0
"

(2
0

) 
F

U
L

L
 R

O
W

S

PT1

PT2

1
1

' -
 4

"

ALL 'HOLD' AND 'MIN' DIMENSIONS TAKE PRECEDENT OVER OTHER
DIMENSIONS.  IF THERE IS A DESCREPENCY, NOTIFY THE
ARCHITECT.

INTERIOR WALL PARTITION DIMENSIONS SHOWN ARE TO FACE OF
FINISHED MATERIAL U.N.O.

ALL FLOOR MATERIALS TO BE BUTT JOINTED AT TRANSITIONS ON
CENTER OF DOOR WHERE APPLICABLE.

PROVIDE SCHLUTER SYSTEMS EDGE PROTECTION AND TRANSITION
PROFILES AT ALL OUTSIDE CORNERS, AND WHERE MATERIAL
CHANGES AND/OR STOPS.

PAINT ALL EXPOSED PIPES, AIR GRILLES, ETC. TO MATCH ADJACENT
WALL COLOR

ALL WALL MOUNTED CASEWORK, MILLWORK, HARDWARE,
EQUIPMENT, ETC. SHALL BE ANCHORED TO METAL STRAPPING OR
3/4” FRT PLYWOOD BACKING BETWEEN STUDS, U.N.O.  COORDINATE
ACCORDINGLY.

ALL TILE TYPES AND PAINT COLORS TO WRAP AROUND OUTSIDE
CORNERS AND TERMINATE AT INSIDE CORNERS, TYP.

RESTROOM
GENERAL NOTES

1.

2.

3.

4.

5.

6.

7.

WATER CLOSET

16"-18"

RE: ENLARGED PLAN
FOR HORIZONTAL
PLACEMENT.

1
7

" 
M

A
X

.

4
4

" 
M

A
X

.

RE: ENLARGED PLAN
FOR HORIZONTAL
PLACEMENT.

URINAL

ELECTRIC
HAND DRYER

MOUNT 48" TO
OPERATING
MECHANISM FOR
FRONT APPROACH.

SOAP
DISPENSER

T
O

 O
P

E
R

A
T

IN
G

 M
E

C
H

A
N

IS
M

3
' -

 8
" 

M
A

X

MOUNT 44" MAX
TO OPERATING
MECHANISM FOR
FRONT
APPROACH.

TOILET PAPER DISPENSER

SANITARY NAPKIN
DISPOSAL

SURFACE MOUNT TOILET
TISSUE  DISPENSER 7" MIN.
TO 9" MAX IN FRONT OF WC
MEASURED TO THE CENTER
LINE OF THE DISPENSER.

2
' -

 1
"

42" HORIZONTAL GRAB BAR
18" VERTICAL GRAB BAR

SIDE WALL:
42" MIN. LENGTH, MOUNT
12" MAX. FROM REAR WALL.

18" MIN. VERTICAL BAR:
MOUNT 40" FROM REAR
WALL AND 40" (FROM
BOTTOM OF BAR) A.F.F.

3' - 6" 1' - 0"

3
' -

 0
"

3
' -

 4
"

1
' -

 6
"

3' - 4"

REAR WALL

1' - 0" 2' - 0"

3' - 0"

SIDE WALL

36" HORIZ. GRAB BAR

REAR WALL:
36" MIN. LENGTH,
EXTEND FROM CENTER
LINE OF WC 12" MIN. ON
SIDE CLOSEST TO WALL
& 24" MIN. ON TRANSFER
SIDE.

SANITARY
NAPKIN

DISPENSER

MOUNT 48" TO
OPERATING
MECHANISM FOR
FRONT
APPROACH.

T
O

 O
P

E
R

A
T

IN
G

 M
E

C
H

A
N

IS
M

4
' -

 0
" 

 M
A

X
.

1
7

" 
- 

1
9

"

TYPICAL ADULT MOUNTING HEIGHTS

M
IN

1
' -

 3
"

SIDE WALL OR PARTITION
HOLDING HORIZONTAL AND
VERTICAL GRAB BARS

REAR WALL

T
O

 O
P

E
R

A
T

IN
G

 M
E

C
H

A
N

IS
M

4
'-
0
" 

M
A

X
102800.A03

102800.H03

102800.P01 102800.F01

102800.H02

7" - 9"

PLAM FACED APRON.

1 1/2" x 1 1/2" x 4"
SUPPORT ANGLE

1-1/2" COUNTERTOP
WITH LAMINATED SELF-
APRON; RE: FINISH PLAN

LAVATORY & FAUCET,
RE: PLUMBING.

WALL TILE TO CONTINUE
BEHIND VANITY

IN-WALL HEAVY DUTY
BRACKET, AS REQUIRED.

MOSAIC WALL TILE
INSTALLED ONLY ABOVE
FINISHED COUNTER

SURFACE MOUNTED
FRAMED MIRROR;
RE: SPECS

8" MIN.

9
" 

M
IN

.

M
A

X
.

2
' -

 1
0

"

7
"

M
IN

.

2
' -

 3
"

TILE

T1 PORCELAIN FLOOR TILE
MANU: CONCEPT SURFACES
PROD: MAXXI
COLOR: FIVE
SIZE: 12' X 24"

T2 O.A. GLAZED WALL TILE
MANU: EMSER
PROD: VOGUE
COLOR: WHITE, MATTE
SIZE: 4" X 16"

RESTROOM FINISH LEGEND

T3 ACCENT GLAZED WALL TILE
MANU: EMSER
PROD: VOGUE
COLOR: GRAY, MATTE
SIZE: 4" X 16"

T4 GLASS MOSAIC TILE
MANU: CAPCO
PROD: BLISS LINEAR BLEND
COLOR: WATERFALL
SIZE: 12' X 12" SHEETS

PLASTIC PLAMINATE

PL1 APRON @ SINK
MANU: FORMICA
PATTERN: 8829-58 GRAPHITE TWILL
FINISH: MATTE

SOLID SURFACE

SS1 QUARTZ COUTNERTOP
MANU: CAMBRIA
PRODUCT: DURHAM
THICK: 3CM

PAINT

PT1 WALL COLOR
MANU: SHERWIN WILLIAMS
COLOR: 7016 MINDFUL GRAY
SHEEN: EGGSHELL

PT2 O.A. CEILING COLOR
MANU: TO MATCH (E)
COLOR: TO MATCH (E)
SHEEN: FLAT

A-411C4

D3

D4

C3A-411

A1

B2

B1

A2

494 SF

WOMENS

101

293 SF

MENS

102C6

A-411

(E) RADIATOR
TO REMAIN

1-2F

(E) RADIATOR
TO REMAIN

13
' -

 0
"

5
' -

 1
"

1
' -

 6
"

1
' -

 6
"

3
' -

 7
"
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RESTROOM FINISH
PLAN

COLORADO SPRINGS
CITY AUDITORIUM

CS  AUDITORIUM
RESTROOM
RENOVATION

J Reske
K Myron-Karels

11503.000

G Petri

221 E Kiowa St Colorado Springs, CO 80903

10/16/15 ISSUED FOR BIDDING AND
CONSTRUCTION

11/16/15 PERMIT REVISIONS

221 E Kiowa St
Colorado Springs, CO 80903

A-411

 1/4" = 1'-0"
D3 MENS WEST ELEVATION

 1/4" = 1'-0"
D4 MENS NORTH ELEVATION

 1/4" = 1'-0"
C3 MENS EAST ELEVATIONS

 1/4" = 1'-0"
C4 MENS SOUTH ELEVATION

 1/4" = 1'-0"
B2 WOMENS NORTH ELEVATION

 1/4" = 1'-0"
A2 WOMENS SOUTH ELEVATION

 1/4" = 1'-0"
B1 WOMENS EAST ELEVATION

 1/4" = 1'-0"
A1 WOMENS WEST ELEVATION

 3/4" = 1'-0"
C6 SECTION @ VANITY

 1/4" = 1'-0"A4
RESTROOM FINISH PLAN

T1

T1

1

Permit
Revisions





SYMBOL

WC-1

WC-2

UR-1

L-1

FCO-1

FD-1

TMV-1

NOTE:

TYPE

WATER CLOSET - FLOOR MOUNTED, TOP SPUD

AUTOMATIC SENSOR OPERATED FLUSH

VALVE, 15" HIGH, 1.28 GPF, ELONGATED BOWL

WATER CLOSET - FLOOR MOUNTED, TOP SPUD

AUTOMATIC SENSOR OPERATED FLUSH

VALVE, 17" HIGH, 1.28 GPF, ELONGATED BOWL

URINAL - WALL MOUNTED, AUTOMATIC

SENSOR OPERATED FLUSH VALVE, 1.0 GPF,

3/4" TOP INLET SPUD, FLUSHING RIM

LAVATORY - 20"x16" RECT. UNDER

MOUNT, SINGLE HOLE FAUCET WITH 5"

SPOUT, INFRA RED HANDS FREE CONTROL

FLOOR CLEANOUT WITH

COUNTERSUNK PLUG

HEAVY DUTY SECURED COVER

FLOOR DRAIN - 6" ROUND TOP, ROUND CAST

IRON BODY ,FLASHING COLLAR, ADJUSTABLE

STRAINER HEAD, SECURED GRATE

POINT OF USE THERMOSTATIC MIXING

VALVE WITH HIGH TEMPERATURE LIMIT

STOP, INTEGRAL CHECK VALVES

ALL CONNECTIONS TO POTABLE WATER SYSTEM SHALL CONFORM TO NSF/ANSI-61 AND NSF/ANSI-372 EFFECTIVE 01/04/2014.

ADA

NO

YES

YES

YES

YES

YES

N/A

ACCESSORIES

HEAVY DUTY SEAT,

COLOR SHALL

MATCH FIXTURE

HEAVY DUTY SEAT,

COLOR SHALL

MATCH FIXTURE

FLOOR MOUNTED CARRIER

WITH HANGER PLATE

AND SUPPORT LEGS

METAL DRAIN ASSEMBLY

--

--

MINIMUM FLOW 0.5 GPM,

MAXIMUM FLOW 7 GPM,

LOCKING TEMPERATURE CONTROL

FINISH

VITREOUS CHINA

VITREOUS CHINA

VITREOUS CHINA

VITREOUS CHINA

WHITE

CHROME FAUCETS

NICKLE BRONZE

NICKLE BRONZE

BRONZE

MANUFACTURER &

MODEL NUMBER

AMERICAN STD.

3451.528

AMERICAN STD.

3043.528

AMERICAN STD.

6501.61

KOHLER

K-2330

J.R.SMITH

4021S

J.R. SMITH

2010-C

LEONARD

#270-LF

FAUCET TRIM

MANUFACTURER &

MODEL NUMBER

N/A

N/A

N/A

KOHLER

K-7515

--

--

--

PLUMBING FIXTURE SCHEDULE
ACCEPTABLE

MANUFACTURERS

ZURN

CRANE

KOHLER

ZURN

CRANE

KOHLER

ZURN

CRANE

KOHLER

ZURN

CRANE

AMERICAN STD.

JOSAM

ZURN

WADE/WATTS

JOSAM

ZURN

WADE/WATTS

LAWLER

POWERS

SYMMONS

REMARKS

HIGH EFFICIENCY

FLUSH CAPACITY FOR

LOW WATER CONSUMPTION

HIGH EFFICIENCY

FLUSH CAPACITY FOR

LOW WATER CONSUMPTION

HIGH EFFECIENCY FLUSH FOR

LOW WATER CONSUMPTION.

COORD. MOUNTING HEIGHT W/ ARCH.

LEAD FREE FAUCET AND SUPPLY KIT

PROVIDE WITH VANDAL

RESISTANT AERATOR

--

FOR FINISHED FLOOR AREAS

PROVIDE WITH TRAP GUARDS

J.R. SMITH 2692

SET MAXIMUM TEMPERATURE TO 110%%160

LEAD FREE ASSEMBLY

  ROUGH IN CONNECTION SIZING

WASTE

(INCHES)

4

4

2

2

--

NOTED

ON

PLANS

--

VENT

(INCHES)

2

2

2

2

--

2

--

HOT

(INCHES)

--

--

--

1/2

--

--

--

COLD

(INCHES)

1

1

3/4

1/2

--

--

--

TOTAL FIXTURE UNITS:

(TOTAL GPM)

    FIXTURE UNIT COUNT (2006 IPC)

# OF

FIXTURES

12

2

6

12

--

4

--

W.S.F.U.

EACH

10

10

5

2

--

--

--

W.S.F.U.

TOTAL

120

20

30

24

--

--

--

194

90

D.F.U.

EACH

4

4

2

1

--

2

--

D.F.U.

TOTAL

48

8

12

12

--

8

--

88

SYMBOL

WHA-A

WHA-B

WHA-C

WHA-D

WHA-E

WHA-F

NOTES:
1.
2.

SPECIFICATION:
STAINLESS STEEL PISTON TYPE WITH DOUBLE "O" RING SEAL, MALE THREAD INLET.

MODEL

1250-A

1250-B

1250-C

1250-D

1250-E

1250-F

EQUIPMENT SCHEDULE BASED ON ZURN.
ACCEPTABLE MANUFACTURERS INCLUDE: J.R. SMITH, SIOUX CHIEF, P.P.P. AND WILKINS.

      WATER HAMMER ARRESTOR SCHEDULE
PDI

SYMBOL

A

B

C

D

E

F

CONNECTION

SIZE

3/4"

1"

1"

1"

1"

1"

FIXTURE UNIT

RATING

1-11

12-32

33-60

61-113

114-154

155-330

NOTES

1, 2

1, 2

1, 2

1, 2

1, 2

1, 2

SYMBOL

DET-1

NOTES:

1.

2.

SPECIFICATION:

HYDRO-PNEUMATIC EXPANSION TANK, CONSTRUCTION IN ACCORDANCE WITH SECTION VII OF THE ASME BOILER AND

PRESSURE VESSEL CODE.  ALL WELDS SHALL CONFORM TO ASME.  MAXIMUM OPERATING PRESSURE OF 150 PSIG.

ALL INTERNAL COMPONENTS SHALL COMPLY WITH FDA REGULATIONS, SUITABLE FOR POTABLE WATER.

MODEL

ST-5C

EQUIPMENT SCHEDULE BASED ON: AMTROL.

ACCEPTABLE MANUFACTURERS INCLUDE: TACO AND WATTS.

CAPACITY

(GAL)

2

DIAMETER

(IN)

8

HEIGHT

(IN)

14

DOMESTIC EXPANSION TANK SCHEDULE
OPERATING

WEIGHT

(LBS)

--

SYSTEM

CONNECTION

(IN)

1

ACCEPTANCE

FACTOR

0.9

NOTES

1, 2

SYM. TYPE MANUFACTURER

WATER PIPE SIZING

FIXTURE UNIT COUNT

FIXTURES
# OF

EACH
WATER

TOTAL
WATER

12 120.010.0WC-1
FLOOR MOUNTED, WATER CLOSET

FLUSH VALVE
1.28 GPF

L-1
KOHLER 12

LAVATORY
SENSOR CONTROL FAUCET

0.5 GPM

194.0TOTAL IPC FIXTURE UNITS(W.S.F.U):

TOTAL IPC DEVELOPED SYSTEM LENGTH:

IPC TABLE E201.1 (PRESSURE RANGE 50-60 PSI) -  MAX. FIXTURE UNITS

METER AND SERVICE DISTRIBUTION

EXISTING 2" EXISTING 2"

DEVELOPMENT LENGTH

100' 200' 300' 400' 500'

368 368 368 318 273

2.0 24.0

AMERICAN STD.

2 20.010.0WC-2
FLOOR MOUNTED, WATER CLOSET

FLUSH VALVE
1.28 GPF

AMERICAN STD.

6 30.05.0UR-1
WALL HUNG

FLUSH VALVE
1.0 GPF

AMERICAN STD.

200'

EXISTING 4" V
ENT/W

ASTE STACK

4" BD (E)

4"

4"

2"

4"

2"

2"
3"

3"

3"

3"

3"
2-1/2"

2"

2"

2"

FIRST FLOOR

PENETRATION

(TYPICAL)

2"

2"
3"

UR-1

UR-1

UR-1

UR-1

UR-1

UR-12"FD-1
WC-2

WC-2

WC-1

WC-1

WC-1

WC-1

WC-1

WC-1

2"FD-1

2"FD-1

WC-1
WC-1

WC-1

WC-1
WC-1

WC-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

L-1

2"

2"

2"

2"

2"
2"

2-1/2"

NOT TO SCALE

WASTE AND VENT RISER DIAGRAM
NOT TO SCALE

NOT TO SCALE

TMV-THERMOSTATIC MIXING VALVE DIAGRAM

LAVATORY

1/2"

1/2"

1/2"

1/2"

TMV-1 , LOCATED UNDER

SINK/LAVATORY.

OPTION: LOCATE IN WALL WITH

24"x24" ACCESS PANEL.

1/2"

WHA-WATER HAMMER ARRESTOR PIPING DIAGRAMS
NOT TO SCALE

REDUCE IN VERTICAL

EQUIPMENT, SEE PLAN

WATER SUPPLY

SEE PLAN.

WHA MAY BE POSITIONED

ABOVE CEILING,

ABOVE CEILING.

WATER SUPPLY TO

WATER SUPPLY TO

AND SCHEDULES.

EQUIPMENT, SEE PLAN AND SCHEDULES.

WATER SUPPLY

SEE PLAN.

ABOVE CEILING,
FULL SIZE INLET

BALL VALVE

AS INDICATED.

REDUCE IN VERTICAL

AS INDICATED.

BALL VALVE

WATER HAMMER ARRESTOR, SEE

BALL VALVE

CW HEADER WITHIN

CHASE, SEE PLAN.

FINAL FIXTURE

SCHEDULE FOR DESIGNATION,

CHASES SHALL BE PROVIDED WITH ACCESS PANELS TO ALLOW FOR VALVE CLOSURE AND REMOVAL

WITH ACCESS PANELS PROVIDED AS NEEDED. ALL WATER HAMMER ARRESTORS INSTALLED WITHIN WALLS OR

WATER HAMMER ARRESTORS INSTALLED ABOVE CEILING SHALL BE POSITIONED IN ACCESSIBLE LOCATIONS

OF WATER HAMMER ARRESTOR.

NOTE:

SERVED

WATER HAMMER ARRESTOR, SEE

SCHEDULE FOR DESIGNATION,

WATER HAMMER ARRESTOR, SEE

SCHEDULE FOR DESIGNATION,

24 DFU

4 DFU
3"
12 DFU

8 DFU

80 DFU

DET-1

CW

HW

NOT TO SCALE

EXISTING ELECTRIC WATER HEATER DIAGRAM

FINISHED FLOOR

VACUUM
BREAKER

HEATER

WATER

ELECTRIC

EXISTING

1"

1"

4 KW

1

M.E.P. ENGINEERING
6402 S. Troy Circle
Centennial, CO 80111
info@mep-eng.com

(W) 303.936.1633
(F) 303.934.3299

www.mep-eng.com
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